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30400 fpm .15 -2.0 mfs)

Face velocity accuracy+/- 1 0%

On-board or remate sensor

Single or 2-point { Installer selectable )

Fired 5 secs

1 —( Low Bir alarm )

Mt available

2 — Night setback and sash high

RS232 — Can be connected via seral interface to LAN network
{Full hood performance software reporting available)
o5 — using a Micm switch or Proximity switch input
With mpeat alarm featur factory set to 5 min.

{Can be adjusted via laptop up to 30 mins)

Yos — using a relay input

Mt available

Input—120VAC, 60Hz

Qutput—15¥DC, 500ma

LEDs: ed, alam; geen, nomal

Red LED and audible alarm

o5 — temporary

Semi Flush

55-86 F{13-30 C)

40-150F {-40-65 C)

Instrument Case:5.2" Hx3.19"Wx197"D
{132mm H x 81mm Wx S0mm D)

lILand CE

0-999 fpm {0-5.0 ms)

0-999 fpm {0-5.0 mys)

2-point velocity calibration {withon-screen instructions )
Sensor/ Display resolution 1 fpm

Face velocity accuracy+/-10%

l1ser configurable — 0to 60secs

4 {1 on oard - 3onoptional plugin relay interface unit)
0-100 output, dirctl poportional to velocity {Optional)
3

RS232 — Can be connected via Serial interface to LAN network
iFull software availabk)

Vs, with separate plug-in connection

s

s

Input-12WAC, 60Hz

Output-15vDC, 500ma

English and Metric {user selectable)

Analog bar graphor Fault Timeline

LEDs: red, alam; vellow, caution; green, normal

Digital display of velocity mading (can be turned off)
Red LED and audible alarm (to a certain sound spec)

Yes (temporary / permanentfautomatic depending on
type of alarm orexternal input)

Semi Flush

55-86 F{13-30 C)

-40-150 F {-40-65 C)

Instrument Case: 5.2 Hx 319" Wx114"D

{132mm H x 81mm W x 29mm D)

lLand CE

Proudly made in the USA




